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Specifications:

Voltage: 10-30V Varivolt

Functions: Front Indicator / 
Front Position / 
DRL

Current @12V Indicator: 312mA 
Park: 15mA  
DRL: 322mA

Cable Length: 0.4 m
Lens: Polycarbonate
Mounting: Surface mount, 

studs
Enviromental: IP67

ADR 
Compliance 
Functions

ADR 6/00 
ADR 49/00 
ADR 76/00

PRODUCT DATA SHEET
FM890 LED ROUND BULL BAR LAMP SERIES

Features: 

• Direction indicator / Front position / Daytime running light in one package
• Highly aesthetic lens design for front applications
• Round and low profile dimensions to suit multiple applications
• Direct retrofit to 81mm style lamps
• Fully ADR compliant

Description: 

The all new FM890LED round bull bar lamp is a multi-function unit featuring all-LED 
front position, front indicator, and fully compliant DRL functions in a very smart-looking 
round profile design. The FM890LED has been made to fit directly into all bull bars or 
bumpers that run the very common 81mm diameter front indicator/park lamp space 
making it an easy upgrade/retrofit of existing conventional lamps and also great for 
brand new OE fit-outs. The unit has been specifically constructed for off-road vehicles 
and extreme environments and together with the addition of all LED functions make 
it a very reliable lamp. The lens and optics have been smartly designed and nicely 
enhance the overall look of the bar when fitted in pairs adding to the rough and 
tough look any bullbar should have. 9-33V Varivolt circuitry also allows the lamp to 
have heavy vehicle applications too. The innovative addition of the fully integrated 
DRL function makes this a great safety feature for easily being seen on the road or 
outback track.

Parts List
FM890LED Single Box

FM890LEDTWB Twin Blister Pack
45 mm

45 mm

81 mm


